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INTAKE MANIFOLD REMOVAL
 

TOOLS REQUIRED
1.  Metric and Standard socket set.
2.  Inch-Pound and Foot-Pound torque wrenches (good ones).
3.  Gasket scraper
4.  Gasket remover
5.  Scotch Brite
6.  Metric and Standard box wrenches
7.  Adjustable wrench
8.  Oil catch pan
9.  Large ftat blade screw driver
10.Fuel line removal tool

SUPPLIES REQUIRED
1.  Lots of CLEAN or new rags
2.  Coolant
3.  5 quarts of oil and oil filter
4.  "Sea Foam" carbon cleaner (NAPA)
5.  New set of spark plugs (Autolite 3923)
6.  "The Right Stuff" gasket maker by Permatex (NAPA)
7.  Grease gun for The Right Stuff
8.  Chrysler manifold gasket/bolt kit

You should do an oil change, add some coolant, change plugs after 
you do the decarbonizing with the Sea Foam.

Disconnect the NEGATIVE side of the battery!

Remove the air cleaner assembly. 
Remove the MAP, IAS, TPS plugs from the TB
Remove the vacuum connection to TB
Remove the 4 TB bolts
Remove the 3 bolts for the TV cable
Disconnect TV cable and throttle cable from the TB
Remove the TB
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Manifold Removal

Disconnect the drive belt
Remove the cables and one plug to alternator
Remove the alternator
Disconnect the AC compressor bolts.
Remove the AC hold down bracket on top 
and disconnect the plug from the AC
Remove the AC and tilt it down for now
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Manifold Removal

Place the oil catch can underneath. Drain out 
one gallon of coolant from the drain spigot. I 
drained it into a clean one gallon container and 
reused the coolant. Disconnect the upper 
radiator hose and remove it. Remove the 
thermostat housing and thermostat. Coolant 
WILL spill out. That's why the oil pan is 
underneath.  The AC compressor is sitting on 
top of the fan shroud. Clean up the coolant from 
the area and stuff a rag into the hole.  It's up to 
you whether or not you want to remove the stat 
housing and stat cause its not totally 
neccesary. I did since it was all apart anyway
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